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Before you start

Make sure you have all of the parts listed.

Make sure you have all of the tools required.

Retain these instructions for future reference.

Failure to follow these instructions may result 
in personal injury, damage to the product and 
property damage. 

This tap must be installed by a suitably 
competent person.

  For domestic use only.

 Check that the tap is suitable for your 
water system.

 The minimum supply pressure for this tap is 
shown on the packaging.

 Maximum operating pressure 5 bar.

 This product has been tested to and meets 
the requirements of The Water Supply (Water 
Fittings) Regulations. (UK only).

 This product must be connected to a water 
supply in accordance with the Water Supply 
(Water Fittings) Regulations and UK Building 
Regulations. If you are in any doubt about 

plumber, your local Water Company or the 
Water Regulations Advisory Scheme (WRAS). 
(UK only).

included as part of the installation of this tap. 

the water supply pipes.

before connecting the tap to ensure no pipe or 
plumbing debris enters the tap.

 If a combination boiler is installed turn off the 
boiler before starting work.

 Isolate the hot and cold water supply as close 
to the tap connections as possible.

CAUTION:
may damage the product.

supply hoses. Tighten by hand only and do 

weaken the pipe causing leaks. 

<80mm
<15mm

3Nm

 Ensure that the product is properly installed 
before using.

 When the installation is complete, turn the 
water supply on and check for leaks at all 
connection points.

Pull out and spring neck taps (UK ONLY)
Never leave pull out tap heads submerged 
in your sink

Warning from your Water Supplier 
It could be a criminal offence to use this tap 
with water supplied by a Water Company.
(The supply pipe is the one which brings the 
water supply into your home and is directly 
connected to the public water main). 

which, if left immersed in water, could result 
in contaminated water being drawn back into 
the pipework if the supply pressure dropped. 
To prevent contamination of drinking water in 
the premises and in the water main, and to 
comply with the legal requirements of the UK 
plumbing regulations and byelaws*, both hot 
and cold water supplied to this tap must come 
from a storage cistern.

If the distributing pipes feeding this tap 
from the storage cistern have other outlets 
connected to them, the outlet of this tap must 
be lower than any of those other outlets.

If installed as a tap which is used for drawing 
water for drinking, and the quality of water 
from the storage cistern does not meet the 
standards for drinking water, a separate tap 
supplied with wholesome water must be 
provided for drinking purposes.

For further information, contact the Water 
Regulations department of your local Water 
Supplier (see the WRAS website www.
wras.co.uk or Yellow Pages for details) or 
the Water Regulations Advisory Scheme 

01495 248454.

* The Water Supply (Water Fittings) 
Regulations 1999 in England and Wales; The 
Scottish Water Byelaws 2004 and Northern 
Ireland Regulations.

Care & Maintenance

Use warm soapy water and a soft damp cloth 
to clean the surface of the product. Wipe dry 
with a clean cloth. 

Never use any solvents, scourers, abrasives, 
bleach, acids, strong detergents, aggressive 

solutions on the product.

ensure there are no leaks.

supply damaging the tap. Over time these 

from the tap. If this occurs, turn off the water 

rubberised limescale resistant aerator in the 
end of the spout. If limescale begins to form 
this can be removed easily by gently rubbing 

IMPORTANT
RETAIN THIS 
INFORMATION 
FOR FUTURE 
REFERENCE: 
READ CAREFULLY

Duration and conditions of guarantee

guaranteed for 10 years, subject to installation 
and use in compliance with the recommendations 
set out in the instructions.

Avant de commencer

pièces énumérées.

Conservez ces instructions pour 
référence ultérieure.

entraîner des blessures, des dommages au 
produit et la détérioration de la propriété. 

Ce robinet doit être installé par une personne 
disposant des compétences nécessaires 

  Pour un usage domestique uniquement

 Pression de service maximale 5 Bar.

 Ce produit doit être connecté à une 
alimentation en eau qui soit en conformité 
avec les règlements locaux en matière 

en vigueurs. Si vous avez le moindre doute 
au sujet de ces exigences, veuillez contacter 

soient purgés avant de connecter le robinet 

plomberie ne pénètre dans le robinet.

 Si une chaudière mixte est installée, veuillez 

le plus près possible des raccords au robinet.

 ATTENTION:
trop serrer les raccords car cela pourrait 
endommager le produit.

 Faites particulièrement attention lors de 

Serrez à la main uniquement et ne serrez as 

pourrait endommager ou affaiblir le tuyau et 
causer des fuites. 

<80mm
<15mm

3Nm



tous les points de connexion.

Entretien et Maintenance

chiffon humide doux pour nettoyer la surface du 
produit. Sécher avec un chiffon propre. 

Ne jamais utiliser des solvants, des produits à 

des acides, des détergents puissants, des 
nettoyants chimiques agressifs ou des solutions 
de nettoyage à base de solvants sur le produit.

pas de fuites.

des débris provenant de votre alimentation en 
eau ne puissent endommager le robinet. Au 

réduisant de ce fait le débit du robinet. Si cela 

La plupart des robinets Cooke & Lewis 

doucement avec votre doigt.

IMPORTANT
A CONSERVER 
POUR 
CONSULTATION 
ULTERIEURE: 
A LIRE 
SOIGNEUSEMENT
Durée et conditions de garantie

La garantie couvre les pannes et 

Pour être pris en charge au titre de la garantie, la 

ou facture) et le produit doit être complet avec 

La clause de garantie ne couvre pas des 

inappropriée (chocs, non respect des 

surfaces internes ou externes du produit et 

Sont également exclues de la garantie les 

conformité du bien au contrat et des vices 
rédhibitoires dans les conditions prévues aux 
articles 1641 à 1649 du Code civil.

straty materialne.

systemu kanalizacyjnego w Twoim domu.

na opakowaniu.

odpowiednie zawory zwrotne. Na 

 UWAGA:

<80mm
<15mm

3Nm

CZYSZCZENIE I KONSERWACJA

jakichkolwiek rozpuszczalników, druciaków 

rozpuszczalnikowego.

ZACHOWAJ TE 
INFORMACJE DO 
WYKORZYSTANIA 

PRZECZYTAJ 

gwarancji na wady produkcyjne naszych produktów.

Uszkodzenia mechaniczne np. uderzenia, 
obicia, zarysowania.

eksploatacji oraz konserwacji podanych 
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