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You will need - Vous aurez besoin de - Potrzeba 
- Вам потребуется - Necesitará - İhtiyacınız 
olacak
Tools not provided - Éléments non fournis - 
Narzędzia nie dołączone - Инструменты не 
предоставляются - Herramientas no incluidas 
- Aletler verilmez

Assembly - Assemblage - Montaż - Сборка - 
Ensamblaje - Kurulum

Lighting the appliance
1. If the appliance has a lid/hood, open it.

2. Ensure all knobs are in the off position. 
    Open the gas control valve on the gas bottle or regulator.

3. Push and turn the control knob to the high position.
    Press the ignition button rapidly several times until the  burner is lit.

4. If burner fails to ignite, turn control knob to the off position and 
    turn gas off at the bottle or regulator. Wait five minutes, then repeat 
    the above steps.
5. If the appliance still fails to light, please refer to the manual ignition instructions

.

6. After successful lighting, light each burner as desired.
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Barker 450
Bondi G450

GB IE
IMPORTANT - Whilst every care is taken in the manufacture of this product, care must be taken during assembly in case sharp 
edges are present. 

FR
IMPORTANT - malgré tout le soin apporté dans la fabrication de ce produit, il convient d’opérer avec précaution à cause de la 
présence possible d’arêtes coupantes.

PL
Ważne - choć podczas produkcji urządzenia dołożono wszelkiej staranności, podczas montażu należy uważać na możliwe ostre 
krawędzie.

RU
Важно - В то время как при изготовлении предпринимаются все меры безопасности, во время сборки также нужно быть 
аккуратным, если есть острые углы.

ES
Importante - Si bien durante la fabricación de este producto se toman todas las medidas de cuidado necesarias, se debe tener 

TR
Önemli - Bu ürünün üretimi sırasında her türlü önlem alınmış olmasına rağmen, montaj sırasında keskin kenarlara karşı dikkatli 
olunmalıdır.
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IMPORTANT - RETAIN THIS INFORMATION FOR FUTURE REFERENCE: READ CAREFULLY
IMPORTANT - À CONSERVER POUR CONSULTATION ULTÉRIEURE : À LIRE SOIGNEUSEMENT

RUS

ES

TR

ВАЖНО - СОХРАНИТЕ ДЛЯ ПОСЛЕДУЮЩЕГО ИСПОЛЬЗОВАНИЯ: ПРОЧТИТЕ ВНИМАТЕЛЬНО
IMPORTANTE - GUARDE ESTA INORMACIÓN PARA FUTURAS CONSULTAS: LEA ATENTAMENTE
ÖNEMLİ – BU BİLGİLERİ DAHA SONRA KULLANMAK ÜZERE SAKLAYIN: DİKKATLE OKUYUN
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GB IE IMPORTANT - FOLLOW GAS LEAK TEST ADVICE IN OWNER’S MANUAL BEFORE USE. ENSURE ALL CONNECTIONS ARE TIGHT AND SECURE.

FR IMPORTANT 

PL WAŻNE 

RU Важно 

ES IMPORTANTE

TR ÖNEMLİ 
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Lighting the appliance
1. If the appliance has a lid/hood, open it.

2. Ensure all knobs are in the off position. 
    Open the gas control valve on the gas bottle or regulator.

3. Push and turn the control knob to the high position.
    Press the ignition button rapidly several times until the  burner is lit.

4. If burner fails to ignite, turn control knob to the off position and 
    turn gas off at the bottle or regulator. Wait five minutes, then repeat 
    the above steps.
5. If the appliance still fails to light, please refer to the manual ignition instructions

.

6. After successful lighting, light each burner as desired.
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